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PCA9452A-EVK是采用PCA9452内核稳压器IC的客户评估板/套件。

PCA9452评估套件适用于参与该单电源管理集成电路PCA9542的评估、设计、实施和验证的工程
师。此客户评估板可完全访问PCA9452A器件中的所有功能。

该器件提供6个高效降压稳压器、5个LDO、1个400mA负载开关、2通道电平转换器和32.768KHz晶
振驱动器。



PCA9452 Block Diagram
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BUCK2
( 0.6 V to 2.1875 V, 12.5 mV Step)

3000 mA, 0.6 V
DVS

LDO1
( 1.6 V to 1.9 V, 3.0 V–3.3 V, 100 mV Step)

10 mA

LDO2
( 0.8 V to 1.5 V, 50 mV Step)

10 m A
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400 mA load switch

BUCK4
( 0.6 V to 3.4 V, 25 mV Step)

3000 mA, 3.3 V

BUCK5
( 0.6 V to 3.4 V, 25 mV Step)

2000 mA, 1.8 V

BUCK6
( 0.6 V to 3.4 V, 25 mV Step)

2000 mA, 1.1 V

LDO3
( 0.8 V to 3.3 V, 100 mV Step)

300 m A

LDO4
( 0.8 V to 3.3 V, 100 mV Step)

200 m A

LDO5
( 1.8 V to 3.3 V, 100 mV Step)

150 m A

32 kHz Buffer

32 kHz OSC Driver/Buffer

BUCK1/BUCK3
( 0.65 V to 2.2375 V, 12.5 mV Step)

6000 mA, 0.85 V
DVS

View additional information for PCA9452评估板.
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