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https://www.nxp.com.cn/products/power-management/pmics-and-sbcs/pmics/12-channel-power-management-integrated-circuit-pmic-for-high-performance-processing-applications:PF8100-PF8200
https://www.nxp.com.cn/products/power-management/pmics-and-sbcs/system-basis-chips/safety-system-basis-chip-for-s32-microcontrollers-fit-for-asil-d:FS8500
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors:IMX_HOME
https://www.nxp.com.cn/products/processors-and-microcontrollers/s32-automotive-platform:S32

PF5024 Block Diagram

OTP SW1 (Single/Multi)
(Flexible Configuration) (04Vto1.8V,25A)
Fault Detection and Protection i SW2 (Single/Multi)
(Thermal/UV/OV/ILIM) Logic a'l‘%c°""°' (VTT/0.4 V to 1.8 V, 2.5 A)
Watchdog

MCU Interface
Regulator Control
Fault Detection
Functional Safety

Clock Management
External Clock Sync
Spread Spectrum
Manual Frecuency Tuning

SWa3 (Single/Multi)
(0.4Vto1.8V,25A)

SW4 (Single/Multi)
(0.4Vto1.8V,25A)
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